
Child Safety Seat Test Results(Dynamic and Component Tests) 

Page 1 For FY 2004 
FY STD LAB BRAND MODEL P/F FAILURE 

MODE(S) 
HS# 

LEGEND FY=Fiscal Year(October 1,2000 through September 30,2001)
P=Performance; I=Inspection; L=Labeling HS#=Report Number(Example:HS-631236) 

A "FAIL" result is the first indication of a possible non-compliance issue that will undergo
further analysis by NHTSA. Consumers should continue to use a vehicle or equipment item unless
notified by the manufacturer to stop. 

2004 213 UST BRITAX MARATHON W/LATCH PASS 637013 

2004 213 UST BRITAX WIZARD PASS 637014 

2004 213 UST BRITAX ROUNDABOUT W/LATCH PASS 637015 

2004 213 UST BRITAX ISOFIX W/LATCH PASS 637016 

2004 213 UST BRITAX HUSKY W/LATCH PASS 637017 

2004 213 UST PEG PEREGO PRIMO VIAGGIO W/LATCH PASS 637018

2004 213 MGA XSCI PIONEERED SAFETY SYS FAIL L 1 
637052 

2004 213 UST GRACO/CENTURY ASSURA PASS 637061 

2004 213 UST GRACO/CENTURY SNUGRIDE PASS 637062 

2004 213 UST GRACO/CENTURY SNUGRIDE PASS 637063 

2004 213 UST GRACO/CENTURY SNUGRIDE PASS 637064 

2004 213 UST GRACO/CENTURY 1500 STE PASS 637065 

2004 213 UST GRACO/CENTURY COMFORT SPORT PASS 637066 

2004 213 UST GRACO/CENTURY COMFORT SPORT PASS 637067 

2004 213 UST GRACO/CENTURY ACCEL PASS 637068 

2004 213 UST GRACO/CENTURY COMFORT SPORT PASS 637069 

2004 213 UST GRACO/CENTURY COMFORT SPORT PASS 637070 

2004 213 UST GRACO/CENTURY TREASURED CARGO PASS 637071 

2004 213 UST GRACO/CENTURY ULTRA CARGO PASS 637072 

2004 213 UST GRACO/CENTURY PLATINUM CARGO PASS 637073 
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A "FAIL" result is the first indication of a possible non-compliance issue that will undergo
further analysis by NHTSA. Consumers should continue to use a vehicle or equipment item unless
notified by the manufacturer to stop. 

2004 213 UST EVENFLO TRIBUTE 5 PASS 637117 

2004 213 UST EVENFLO TOT TAXI PASS 637118 

2004 213 UST EVENFLO TRIBUTE PASS 637122 

2004 213 UST EVENFLO TITAN PASS 637123 

2004 213 UST EVENFLO TITAN 5 PASS 637124 

2004 213 UST EVENFLO VANGUARD PASS 637125 

2004 213 UST EVENFLO VANGUARD 5 PASS 637126 

2004 213 UST EVENFLO PORT ABOUT 3 PASS 637127 

2004 213 UST EVENFLO PORT ABOUT 5 PASS 637129 

2004 213 UST EVENFLO VICTORY 5 PASS 637131 

2004 213 UST EVENFLO DISCOVERY PASS 637132 

2004 213 UST EVENFLO EXPRESS PASS 637133 

2004 213 UST EVENFLO COMET PASS 637134 

2004 213 UST EVENFLO TRIUMPH PASS 637135 

2004 213 UST EVENFLO CHASE PASS 637136 

2004 213 UST EVENFLO CHASE DXL PASS 637137 

2004 213 UST EVENFLO VISION PASS 637138 

2004 213 UST COSCO TLC PASS 637155 

2004 213 UST COSCO ARRIVA 5 PT. PASS 637156 

2004 213 UST COSCO ARRIVA 3 PT. PASS 637157 
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2004 213 UST COSCO DREAMRIDE CAR BED PASS 637158 

2004 213 UST SAFETY 1ST DESIGNER 22 PASS 637159 

2004 213 UST SAFETY 1ST DESIGNER 22 LX PASS 637160 

2004 213 UST EDDIE BAUER EDDIE BAUER INFANT CAR 
S 

PASS 637161 

2004 213 UST COSCO TOURIVA 5 PT PASS 637162 

2004 213 UST COSCO TOURIVA OVERHEAD SHIELD PASS 637172 

2004 213 UST COSCO REGAL RIDE PASS 637173 

2004 213 UST EDDIE BAUER OVERHEAD SHIELD PASS 637185 

2004 213 UST COSCO ALPHA OMEGA ELITE PASS 637186 

2004 213 UST COSCO ALPHA OMEGA OVERHEAD 
SHI 

PASS 637187 

2004 213 UST EDDIE BAUER DELUXE 3-IN-1 PASS 637188 

2004 213 UST COSCO HIGH BACK BOOSTER PASS 637190 

2004 213 UST COSCO VENTURA DX PASS 637191 

2004 213 UST COSCO COMMUTER DX PASS 637200 

2004 213 UST SAFETY 1ST VANTAGE POINT PASS 637201 

2004 213 UST COSCO SUMMIT DELUXE PASS 637202 

2004 213 UST EDDIE BAUER DELUXE HIGH BACK 
BOOSTER 

PASS 637203 

2004 213 UST XSCI PIONEERED II SAFETY SYS PASS 637204 

2004 213 UST SAFELINE KIDS SIT 'N' STROLL PASS 637205

2004 213 UST COMBI TYRO FAIL P 2 
637206 
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2004 213 UST COMBI AVATAR PASS 637207

2004 213 UST BABY TREND LATCH-LOC FAIL P 3 
637208

2004 213 UST BABY TREND TAHOE ADJUSTABLE BACK FAIL P 4 
637209

2004 213 NAW COSCO ARRIVA 5 PT FAIL L 5 
637221

2004 213 NAW COSCO ARRIVA 3 PT FAIL L 6 
637222

2004 213 NAW COSCO EDDIE BAUER INFANT FAIL L 7 
637223

2004 213 MGA GRACO COMFORT SPORT FAIL PL 8 
637252

2004 213 MGA GRACO COMFORT SPORT FAIL PL 9 
637253

2004 213 NAW BRITAX HUSKY FAIL P 10 
637275

2004 213 NAW BABY TREND LATCH-LOC FAIL L 11 
637276

2004 213 NAW BABY TREND TAHOE ADJUSTABLE FAIL L 12 
637277

2004 213 MGA PEG PEREGO PRIMO VIAGGIO FAIL L 13 
637278

2004 213 MGA EVENFLO EXPRESS FAIL L 14 
637279

2004 213 MGA EVENFLO COMET 5 FAIL L 15 
637280

2004 213 MGA EVENFLO CHASE DLX FAIL L 16 
637281

2004 213 MGA EVENFLO VISION FAIL L 17 
637282 

2004 213 MGA COMBI TYRO PASS 637326 

2004 213 MGA GRACO ASSURA PASS 637327 

2004 213 MGA SAFELINE SIT'N'STROLL PASS 637328

2004 213 MGA GRACO STE CLASSIC FAIL PL 18 
637329 
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2004 213 MGA GRACO COMFORT SPORT FAIL L 19 
637330

2004 213 MGA GRACO COMFORT SPORT FAIL L 20 
637331 

2004 213 MGA GRACO SNUGRIDE PASS 637345 

2004 213 MGA GRACO SNUGRIDE PASS 637346 

2004 213 MGA GRACO SNUGRIDE PASS 637347

2004 213 MGA EVENFLO CHASE FAIL L 21 
637348 

2004 213 MGA BASIC COMFORT GALAXY 2000 PASS 637358

2004 213 MGA BASIC COMFORT GALAXY 2000 FAIL P 22 
637359 

2004 213 MGA CENTURY ACCEL PASS 637360 

2004 213 MGA COMBI AVATAR GRANITE PASS 637361

2004 213 MGA JUPITER KOMFORT KRUISER FAIL L 23 
637362

2004 213 MGA GRACO ULTRA CARGO FAIL L 24 
637363

2004 213 MGA GRACO TREASURED CARGO FAIL L 25 
637365 

2004 213 MGA GRACO MY CAR GO PASS 637366 

2004 213 MGA GRACO TURBO BOOSTER PASS 637367 

2004 213 MGA GRACO TURBO BOOSTER PASS 637368 

2004 213 MGA GRACO TURBO BOOSTER PASS 637369 

2004 213 MGA GRACO PLATINUM CAR GO PASS 637370

2004 213 NAW EVENFLO SIGHTSEER FAIL L  26 
637371 

2004 213 NAW EVENFLO DISCOVERY PASS 637372 
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notified by the manufacturer to stop. 

2004 213 NAW EVENFLO BIG KID BOOSTER CT FAIL L 27 
637373

2004 213 NAW EVENFLO BIG KID BOOSTER FAIL L 28 
637374

2004 213 NAW EVENFLO TRIUMPH FAIL L 29 
637375

2004 213 NAW EVENFLO TITAN FAIL L 30 
637376

2004 213 NAW EVENFLO TITAN 5 FAIL L 31 
637377 

2004 213 NAW EVENFLO VANGUARD PASS 637379 

2004 213 NAW EVENFLO VANGUARD 5 PASS 637380 

2004 213 NAW EVENFLO PORTABOUT 3 PASS 637381

2004 213 NAW EVENFLO PORTABOUT 5 FAIL L 32 
637382 

2004 213 NAW EVENFLO VICTORY 5 PASS 637383 

2004 213 NAW EVENFLO TOT TAXI PASS 637384

2004 213 NAW EVENFLO TRIBUTE FAIL L 33 
637385

2004 213 NAW EVENFLO TRIBUTE 5 FAIL L 34 
637386 

2004 213 NAW BRITAX EXPRESSWAY PASS 637387

2004 213 NAW BRITAX BODYGUARD FAIL L 35 
637388 

2004 213 NAW BRITAX ROUNDABOUT PASS 637389 

2004 213 NAW BRITAX WIZARD PASS 637390 

2004 213 NAW BRITAX MARATHON PASS 637391

2004 213 NAW COSCO TLC FAIL L 36 
637393

2004 213 NAW COSCO DREAMRIDE CAR BED FAIL PL  37 
637394 
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2004 213 NAW COSCO DESIGNER 22 LX FAIL L 38 
637395

2004 213 NAW COSCO DESIGNER 22 FAIL L 39 
637396

2004 213 NAW COSCO TOURIVA 5 PT FAIL L 40 
637397

2004 213 NAW COSCO TOURIVA OVEREAD FAIL L 41 
637398

2004 213 NAW COSCO REGAL RIDE FAIL L 42 
637399

2004 213 NAW COSCO EDDIE BAUER OVERHEAD FAIL L 43 
637400

2004 213 NAW COSCO ALPHA OMEGA ELITE FAIL L 44 
637401

2004 213 NAW COSCO ALPHA OMEGA OVERHEAD FAIL L 45 
637423

2004 213 NAW COSCO EDDIE BAUER DELUXE 3 IN FAIL L 46 
637424

2004 213 NAW COSCO HIGHRISE FAIL L 47 
637425

2004 213 NAW COSCO HIGHRISE FAIL L 48 
637426

2004 213 NAW COSCO COMPLETE VOYAGER FAIL L 49 
637427

2004 213 NAW COSCO GRAND EXPLORER FAIL L 50 
637428

2004 213 NAW COSCO HIGHBACK BOOSTER FAIL L 51 
637429

2004 213 NAW COSCO VISTA FAIL L 52 
637430

2004 213 NAW COSCO PROTEK FAIL L 53 
637431

2004 213 NAW COSCO HIGHBACK BOOSTER FAIL L 54 
637432

2004 213 NAW COSCO VENTURA DX FAIL L 55 
637434

2004 213 NAW COSCO COMMUTER DX FAIL L 56 
637435

2004 213 NAW COSCO VANTAGE POINT FAIL L  57 
637436 
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2004 213 NAW COSCO SUMMIT FAIL L 58 
637437

2004 213 NAW COSCO EDDIE BAUER DELUXE 
HIGHB 

FAIL L 59 
637438

2004 213 NAW BABY TREND BABY TREND BOOSTER FAIL L 60 
637439

2004 213 MGA RECARO START FAIL L 61 
637440

2004 213 MGA LAROCHE BROTHERS TEDDY BEAR FAIL L 62 
637441

2004 213 MGA LAROCHE BROTHERS GRIZZLY BEAR FAIL L 63 
637442

2004 213 MGA LAROCHE BROTHERS POLAR BEAR FAIL L  64 
637443 

2004 213 MGA COMBI APOGEE PASS 637444 

Footnotes: 

1. The required label and/or instruction manual information was not provided or is provided in an incorrect
format.


2. A Combi Tyro infant child restraint had a performance failure to a requirement of Fmvss No. 213, "Child
Restraint System". In a component test the foam used in the head area yielded a 25% compression-deflection

resistance of 0.48 psi, which is below the required 8.50 psi minimum.


3. A Baby Trend latch-loc infant child restraint had a performance failure to a requirement of Fmvss
No. 213, "Child Restraint System". In a component test the foam used in the head area yielded a 25%

compression-deflection resistance of 0.30 psi, which is below the required 0.50 psi minimum.


4. A Baby Trend Tahoe adjustable child restraint had performance failures to the requirements of Fmvss No.
213, "Child Restraint System". In a component test the foam used in the head area yielded a 25% compression-

deflection resistance of 0.30 psi, which is below the required 0.50 psi minimum. In a

component test the welding had a breaking strength of 57% of its original strength of exposure to light,

which is below the required 60% minimum.


5. Same as footnote number 1.

6. Same as footnote number 1.

7. Same as footnote number 1.

8. The required label and/or instruction manual information was not provided or is provided in an incorrect
format. During

the dynamic test the dummy's head excursion exceeded the maximum limit.


9. The required label and/or instruction manual information was not provided or is provided in an incorrect
format. During

the dynamic test the dummy's chest acceleration exceeded the maximum limit.


10. During the dynamic test the dummy's knee excursion exceeded the maximum limit.
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11. Same as footnote number 1.
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12. Same as footnote number 1. 

13. Same as footnote number 1. 

14. Same as footnote number 1. 

15. Same as footnote number 1. 

16. Same as footnote number 1. 

17. Same as footnote number 1. 

18. The required label and /or instruction manual information was not provided or is provided in incorrect
format. During dynamic testing the dummy's chest acceleration exceeded the maximum limit. 

19. Same as footnote number 1. 

20. Same as footnote number 1. 

21. Same as footnote number 1. 

22. During the dynamic test the dummy's chest acceleration exceeded the maximum limit. 

23. Same as footnote number 1. 

24. Same as footnote number 1. 

25. Same as footnote number 1. 

26. Same as footnote number 1. 

27. Same as footnote number 1. 

28. Same as footnote number 1. 

29. Same as footnote number 1. 

30. Same as footnote number 1. 

31. Same as footnote number 1. 

32. Same as footnote number 1. 

33. Same as footnote number 1. 

34. Same as footnote number 1. 

35. Same as footnote number 1. 

36. Same as footnote number 1. 

37. The required label and /or instruction manual information was not provided or is provided in incorrect
format. During dynamic test the restraint's seat back angle exceeded the maximum limit. 

38. Same as footnote number 1. 

39. Same as footnote number 1. 

40. Same as footnote number 1. 

41. Same as footnote number 1. 

42. Same as footnote number 1. 

43. Same as footnote number 1. 

44. Same as footnote number 1. 
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45. Same as footnote number 1. 

46. Same as footnote number 1. 

47. Same as footnote number 1. 

48. Same as footnote number 1. 

49. Same as footnote number 1. 

50. Same as footnote number 1. 

51. Same as footnote number 1. 

52. Same as footnote number 1. 

53. Same as footnote number 1. 

54. Same as footnote number 1. 

55. Same as footnote number 1. 

56. Same as footnote number 1. 

57. Same as footnote number 1. 

58. Same as footnote number 1. 

59. Same as footnote number 1. 

60. Same as footnote number 1. 

61. Same as footnote number 1. 

62. Same as footnote number 1. 

63. Same as footnote number 1. 

64. Same as footnote number 1. 


